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Copyright 
 
© 2012 Maguire Products Inc. 
 
The information contained within this manual including any translations thereof, is the property of 
Maguire Products Inc. and may not be reproduced, or transmitted in any form or by any means 
without the express written consent of Maguire Products Inc. 
 
To every person concerned with use and maintenance of the Maguire SW Series Sweeper it is 
recommended to read thoroughly these operating instructions.  Maguire Products Inc. accepts no 
responsibility or liability for damage or malfunction of the equipment arising from non-observance of 
these operating instructions. 
 
To avoid errors and to ensure trouble-free operation, it is essential that these operating instructions 
are read and understood by all personnel who are to use the equipment. 
 
Should you have problems or difficulties with the equipment, please contact Maguire Products Inc. 
or your local Maguire distributor. 
 
These operating instructions only apply to the equipment described within this manual. 
 
Manufacturer’s Contact Information 
 
Maguire Products Inc. 
11 Crozerville Road 
Aston, PA. 19014 
 
Phone: 610.459.4300 
Fax:  610.459.2700 
 
Website: http://www.maguire.com 
 
Email: info@maguire.com 
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Maguire SW Series Sweeper Basic Operation 
 
 
The SWEEPER gets its name from the fact that it 
continuously "sweeps" the top level of the 
contents of the Gaylord to the outer edges. The 
material is vacuumed up the rotating vertical pick 
up tube assembly, which in turn has a flexible 
hose and wand assembly that rotates. As the pick 
up tube assembly rotates the material is drawn up 
thru the vertical portion, and into the 
manufacturing process.  
 
The motor that rotates the pick up tube is only 
activated when vacuum is sensed from the users 
conveying system. As the unit unloads the material 
from the gaylord, the counterbalance system 
allows the motor / control assembly to lower and 
follow the level of the material.  When the sweeper 
reaches to the bottom of the gaylord, there will be 
a small amount of material remaining, which can 
be easily removed with the Gaylord liner and 
returned to inventory.  
 
The whole system is very portable and can be 
easily transported from one location to another. 
 
Available in three models sizes.   
 

• SW-4815 - 48-inch clearance, 1.5-inch hose diameter. 
• SW-4825 - 48-inch clearance, 2.5-inch hose diameter.  
• SW-8425 - 84-inch clearance, 2.5-inch hose diameter. 

 
Power Requirements: 120 VAC or 230 VAC, model 
dependent. 

 
SW- 4815, SW-4825 

Overall gaylord clearance up to 48 Inches
 

 
SW-8425 

Overall gaylord clearance up to 84 inches 
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SWEEPER SET-UP 
 
Assembly of the Sweeper consists of the following separate steps: 
 

1. Assemble the stand 
2. Bolt the vertical assembly to the frame.  
3. Attach the control panel to the frame 
4. Attach the pick-up tube assembly 

 

FIRST STEP - ASSEMBLE THE STAND 
 
Refer to drawings for identification and location of parts & hardware.  The rear stop bar can 
be placed in an upper or lower position to suit the dimensions of the material Gaylord. 
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For models using the two-piece vertical assembly, 
remove the shipping material and quick ties.  Remove the 
shipping bolt located at the top of the vertical assembly. 
(See image to the right). 

  
Raise the upper half of the vertical assembly and using 
the supplied hardware, connect the marked holes A to A, 
B to B.  Do not rotate or twist the counter weight cables 
when raising the upper assembly. 
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SECOND STEP – INSTALL COUNTERWEIGHT ASSEMBLY 
 
Before installing the Vertical Assembly onto the frame, the 
counterweight assembly must be installed into the 
counterweight guard and attached to the pulley system.  The 
counterweight assembly is pre-weighted with approximately 
the correct amount of weight. 
 

 
 

1. With the vertical assembly lying on the floor, slide the 
counterweight assembly into the counterweight guard.  
Orient the counterweight assembly so that the eyebolt is 
inserted first.   

 
 

2. Slide the counterweight assembly all the way up to the 
pulley (top of vertical assembly). 

 
 

3. Attach the cable loop to the counterweight’s eyebolt. 

 
 
 

SECOND STEP - BOLT THE VERTICAL ASSEMBLY TO STAND 
 

1. Install the Vertical Assembly on top of the frame using 
the four ½”x1.5” bolts.  Refer to enclosed drawing for 
identification and location of parts & hardware.   
 
Orient the front or sloped side of the sweeper assembly 
cover so that it faces the side of the sweeper where you 
want to place the control panel and lifting chain.   
 

 
 

2. Install the counterweight safety stop bolt below the 
counterweight guard. 

 
 



M A G U I R E  P R O D U C T S ,  I N C .  
 

Edition: July 17, 2013 12 

S W  S E R I E S  S W E E P E R  

THIRD STEP – ATTACH THE CONTROL PANEL TO FRAME 
 

1. The control panel is pre-wired to the 
Vertical Assembly.  After the Vertical 
Assembly is secured to the frame, 
attach the control panel to the inside of 
the frame using the pre-drilled frame 
holes and the included four 3/8x1.5 inch 
buttonhead screws.  Note: The control 
panel should be installed on the same 
side as the sweeper assembly cover 
located above. 
 

 
  

2. Secure the power box cable to the 
frame using the included p-clips.  There 
are four pre-drilled and tapped holes in 
the frame leading from the vertical 
assembly to the control panel.  Attach 
the cable to the frame using these four 
holes and four p-clips.  
 

3. Attach the lifting chain and o-ring bolt to 
the control panel. 

 
P-clips to secure wire  

Lifting Chain & o-ring bolt 
 
 
 

FOURTH STEP – ATTACH THE PICK-UP TUBE ASSEMBLY 
   

 
(2) Remove end guard 
  

(4) Insert pickup tube 

 

1. First, remove the aluminum end guard by 
removing the two machine screws (see 
photo).  Allow the clear Lexan® chain guard 
to hang down. It is not necessary to remove 
the Lexan® chain guard. 
 

2. Remove the four (4) locknuts and washers 
that are attached to the sprocket hub 
assembly. 
 

3. Raise the motor control assembly to allow for 
clearance to insert the pick up tube assembly 
into the pulley hub assembly. Slowly, push 
upward until the flange is seated firmly 
against the sprocket hub assembly. 
 

4. Reinstall and tighten the four ¼-20 locknuts 
and washers. 

(5) Reinstall washers,  locknuts (6) Reinstall end guard 

5. Reinstall the aluminum end guard.  Do not over tighten screws.  Note: Be sure there is 
clearance between Gaylord frame top member. 
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Drive Chain Adjustment 
 

If the chain needs adjustment, remove the clear Lexan® portion of the chain guard.  
Loosen the (4) four machine screws.  Apply pressure to the rear of the motor (This will 
apply tension to the chain and sprocket).  Do not apply too much force to the chain tension.  
Then tighten the (4) screws at the bottom of the motor / bracket assembly.  Re-install the 
clear Lexan® belt guard. 

 
Counter balance weights 
 

The unit has a counterbalance system that is set at the factory. We have included 
additional weights, with your unit. The additional weights are fastened to the side of the 
frame on the control panel (next to power box).  Each weight weighs approximately ½ 
pound.  If additional weight is needed to offset the density of the material that you are using 
we have included these weight discs to use if necessary. 

 
Controls 
 

The main power switch is remotely located on the side control panel at eye level.  The Jog 
button is located on both the side control panel and at the base of the vertical frame 
member. When the power is turned “ON” the green indicator light will glow indicating power 
is on. The yellow indicator light directly below the green indicator light will indicate when the 
vacuum is present. The JOG button rotates the sweeper mechanism into a convenient 
position if required. When the JOG button is depressed this yellow indicator light will glow. 

 

                      
 

Fuse Location 
 

The 2 amp control circuit fuse is located within the Main Power switch box.  
 

Vacuum Switch 
 

The vacuum switch is also located under the aluminum motor cover. This switch activates 
the motor control circuit as soon as it “sees” vacuum in the material line. It is factory preset. 
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Wiring Diagram 
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WARRANTY - Exclusive 5-Year 
 
MAGUIRE PRODUCTS offers one of the MOST 
COMPREHENSIVE WARRANTIES in the plastics equipment 
industry. We warrant each SW Series Sweeper manufactured 
by us to be free from defects in material and workmanship 
under normal use and service; our obligation under this 
warranty being limited to making good at our factory any SW 
Series Sweeper which shall within FIVE (5) YEARS after 
delivery to the original purchaser be returned intact to us, 
transportation charges PREPAID, and which our examination 
shall disclose to our satisfaction to have been thus defective; 
this warranty being expressly in lieu of all other warranties 

 

expressed or implied and of all other obligations or liabilities on our part, and MAGUIRE 
PRODUCTS neither assumes nor authorizes any other persons to assume for it any other liability 
in connection with the sale of its products. 
 
This warranty shall not apply to any SW Series Sweeper which shall have been repaired or 
altered outside MAGUIRE PRODUCTS factory, unless such repair or alteration was, in our 
judgment, not responsible for the failure; nor which has been subject to misuse, negligence or 
accident, incorrect wiring by others, or installation or use not in accord with instructions furnished 
by Maguire Products. 
 
Our liability under this warranty will extend only to Feeders that are returned to our factory in 
Aston, Pennsylvania PREPAID. 
 
It should be noted, however, that we strive to satisfy our customers in whatever manner is 
deemed most expedient to overcome any problems they may have in connection with our 
equipment. 
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Technical Support and Contact Information 
 
 

Maguire Products Inc. 
11 Crozerville Road 
Aston, PA  19014 
Tel:   610.459.4300 
Fax:   610.459.2700 
Email:  info@maguire.com 
Web:  www.maguire.com 
  
  
Maguire Europe 
Tame Park 
Tamworth 
Staffordshire 
B775DY 
UK 
Tel:  + 44 1827 265 850 
Fax:   + 44 1827 265 855 
Email:  info@maguire-europe.com 
  
   
Maguire Products Asia PTE LTD 
Main Office 
No. 15 Changi North Street 1 
#01-15, I-Lofts 
Singapore 498765 
Tel:  65 6848-7117 
Fax:  65 6542-8577 
E-mail:  magasia@maguire-products.com.sg 

 
 

Maguire Italy 
Via Zancanaro 40 
35020 Vigorovea (PD) 
Tel:   +39 049 970 54 29 
Fax:  +39 049 971 18 38 
Email: info@maguire-italia.it 

  



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


